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Note: 
Additions are Blue underline 
Deletions are Red strikethrough 
 

SECTION 3 – POINTS AND RELATED PROGRAMS 
Page 3 
JEGS ALLSTARS (June 14, 2011) 
The 2011 JEGS Allstars event will be conducted at the O’Reilly Auto Parts Route 
66 NHRA Nationals in Chicago. Points will be awarded up to four to six weeks 
prior to the 2011 O’Reilly Auto Parts Route 66 NHRA Nationals (check local 
division office for schedule in your area). JEGS Allstars competition is based on 
divisional points earned solely within the contestant’s home division. Contestants 
declaring a different home division at the beginning of the racing season will 
receive JEGS Allstars points for the most recently declared home division. 
 
At that time, the top points earners in each category in each of NHRA’s seven 
geographic divisions will be invited to participate in the JEGS Allstars 
competition. In addition, the JEGS Allstars champion from the previous year will 
be invited to participate to establish eight-car fields in each category of 
competition. In the event the champion is one of the divisional points leaders, he 
or she will then become the divisional representative. and the Allstars runner-up 
from the previous year will be used to fill out the eight-car field. If the runner-up is 
a divisional representative, a seven-car field will be run. If the defending JEGS 
Allstars champion becomes the division representative or cannot compete as the 
blocker for any reason, the blocker position will remain in the champions division 
and will go to the next-highest JEGS Allstars points driver. Example: If the 
defending JEGS Allstars Top Alcohol Funny Car champion is also the division 
Allstars points leader, he or she will compete as the division representative, and 
the No. 2 driver in Allstars Top Alcohol Funny Car points in that division will go in 
the blocker position. 
 
The JEGS Allstars team championship will be decided by awarding 100 points for 
each round won by a divisional representative. The Allstars champion from the 
previous year will be regarded as a “blocker” only and cannot earn points for his 
or her team. However, he or she will share in any team rewards. Tiebreaker 
points will be awarded to eliminator winners (9 points), runners-up (7 points), and 
semifinalists (5 points). Should a tie still exist, qualifying points will be used (8 
points for No. 1; 7 points for No. 2; etc.). Pairings will be determined from the 
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regular O’Reilly Auto Parts Route 66 NHRA Nationals qualifying in Chicago or 
from specific time-trial sessions prior to the JEGS Allstars competition.  
 
Alternates for divisional leaders will be taken from respective divisional points 
standings. If the points leader in a given division cannot attend, No. 2 is invited, 
and so on until the position is filled. Any car used by an Allstars contestant in 
Allstars competition may be driven only by that contestant during the 2011 
O’Reilly Auto Parts Route 66 NHRA Nationals competition. 

 

SECTION 4 – NHRA SUMMIT RACING SERIES 
SECTION 4B – ADVANCED E.T. 
Page 10 
DRIVETRAIN: 2 
DRIVELINE (December 13, 2010) 
Beginning Jan. 1, 2012 all full-bodied vehicles, where the OEM floor has been 
removed, each end of driveshaft must have round 360-degree driveshaft loops 
within 6 inches of U-joints. Additionally, driveshaft must be covered by 360-
degree tube, covering the front U-joint and extending rearward a minimum 12 
inches. Minimum thickness of tube is .050-inch chromoly or titanium. Driveshaft 
tube must utilize a minimum of four attachment points to the chassis, either 
bolted with minimum 5/16 SAE bolts or welded or 1/4-inch push/pull pins. See 
General Regulations 2:4. 
 

SECTION 5 – PRO MOD 
Page 3 
ENGINE: 1 
INDUCTION (December 6, 2010) 
Any induction system permitted on nitrous-assisted, supercharged and 
turbocharged entries. Electronic fuel injection must be closed, OEM-type system; 
i.e., may monitor only engine functions. Monitoring of vehicle performance 
criteria, wheel speed, driveshaft speed, vehicle acceleration, etc. by fuel-injection 
system prohibited. All aftermarket OEM-type electronic fuel injection must be 
NHRA-accepted. A current list of NHRA-accepted electronic-fuel-injection 
systems is available on NHRA.com. See General Regulations 9:1. 
 
INJECTOR SCOOP (December 6, 2010) 
Injector scoop may not extend more than 16 inches forward of the center of the 
forward engine cylinder, may not extend more than 10 inches behind the center 
of the rear engine cylinder, may not be higher than the roof line.  
 
SUPERCHARGER (April 12, 2011) 
Screw-type supercharger prohibited. Hi-helix or standard helix Roots type 
supercharger only. Manifold burst panel meeting SFI Spec 23.1 plus restraint 
system meeting SFI Spec 14.2, including injector restraint straps mandatory. 
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Cast or billet cases permitted and must be NHRA-accepted prior to competition. 
Maximum supercharger overdrive limit is 14.5 14.55 percent on all combinations. 
Intercoolers, variable multi-speed supercharger devices prohibited. The top 
opening may not exceed 12 inches in length or 5 inches in width. The entire inlet 
opening must be on/in the upper surface only. The maximum length from the 
front of the supercharger drive pulley to the leading edge of the rotor is 15 
inches. Offset drive pulleys, spacers, modified cases, or attaching methods may 
not be used to add to the 15-inch maximum. All manifold configurations, 
supercharger modifications and locations must be accepted prior to competition. 
The rotors must be driven from the front (both the external drive and the internal 
gearing. Any inlet/outlet cavity in front of the rotors is restricted to a maximum of 
3.000 inches measuring from the face of the bearing plate to the front of the 
cavity. See General Regulations 1:10, 1:11. 
 
TURBOCHARGER (December 6, 2010) 
Single turbocharger limited to 120mm maximum; twin turbocharger limited to 88 
91mm maximum. Air-to-air or water-to-air intercoolers permitted on turbocharged 
entries vehicles. Turbocharger size will be verified by measuring the housing 
bore at the leading edge of the impeller wheel. The maximum diameter of the 
housing bore at the leading edge of the wheel may not exceed 2mm more than 
the maximum allowable turbocharger size permitted. 
 
Page 4 
DRIVETRAIN: 2 
TRANSMISSION, MANUAL (June 14, 2011) 
Aftermarket planetary, or clutchless, or NHRA-accepted aftermarket automatic 
transmission permitted. All transmissions must be equipped with an SFI Spec 4.1 
transmission shield. Supercharged entries limited to maximum of three forward 
speeds and reverse; all other entries limited to maximum of five forward speeds 
and reverse. When an NHRA-accepted aftermarket automatic transmission is 
utilized, an SFI Spec 30.1 flexplate shield and an SFI Spec 29.1 flexplate are 
mandatory. Aftermarket converter drive units permitted. When an aftermarket 
converter drive is utilized, an SFI Spec 6.1 or 6.3 flywheel shield and an SFI 
Spec 29.1 flexplate are mandatory. All entries utilizing a converter must be 
equipped with a neutral safety switch and a reverse lock out. Transmission brake 
permitted on all converter equipped entries. All entries using a converter may 
deduct 75 pounds from the minimum weight. All entries using an NHRA-accepted 
aftermarket automatic transmission see BODY: 7, BELLYPAN. Lockup 
converters and overdrive units are prohibited. A 1-to-1 relationship is mandatory 
in high gear for all transmission types. Automated, electric, or pneumatic shifter 
and/or timer/rpm-type shifting devices permitted on all transmission types 
prohibited; must be controlled by preset engine rpm and/or time functions only. 
each individual shift must be a function of the driver. Shifting must be controlled 
by manual or pneumatic means only (driver pulls the lever or pushes the button); 
electric or electronics may in no way affect the shifting mechanism. See General 
Regulations 2:12, 2:13, 2:14. 
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Page 6 
BODY: 7 
BELLYPAN (December 6, 2010) 
Permitted on all cars.; mandatory on all entries using an NHRA-accepted 
aftermarket automatic transmission. Pan must extend from framerail to framerail 
and extend from the bellhousing/engine mounting surface to the end of the 
transmission tail shaft. Non-flammable, oil absorbent liner is mandatory inside of 
bellypan.   
 
Page 4 

BRAKES & SUSPENSION: 3 

BRAKES (July 21, 2011) 

Automated brakes prohibited; application and release of brakes must be a 
function of the driver. Four-wheel hydraulic disc brakes mandatory. Carbon-fiber 
brake rotors used in conjunction with carbon-fiber specific brake pads mandatory 
on rear wheels., Steel brake lines mandatory. Brake lines must be out of flywheel 
and driveline area. Line-loc permitted on front wheels only. One line-loc solenoid 
and one button only. Any other electrical, pneumatic, hydraulic, etc. switch 
prohibited in brake system. Dual master cylinder mandatory; must be mounted 
above the lower framerails. See General Regulations 3:1. 
 
Beginning January 1, 2012 Carbon-fiber brake rotors used in conjunction with 
carbon-fiber specific brake pads (front and rear) mandatory. 
 

Page 8 

SUPPORT GROUP: 9  

SHUTOFF DEVICE (July 21, 2011) 

Beginning August 31, 2012: Properly installed and operational Electrimotion Pro 
Mod Shutoff Controller Kit (SB001PM) and Electrimotion Shutoff Receiver 
(RF001PM) mandatory. The Electrimotion Pro Mod Shutoff Controller Kit must be 
properly installed per the manufacturer’s instructions. Modification or tampering 
with the Electrimotion Pro Mod Shutoff Controller Kit prohibited. Note: Only the 
RF Shutoff function of the Electrimotion Shutoff Controller is mandatory at 
this time. 
 
 
Page 7 
ELECTRICAL: 8 
DELAY BOXES/DEVICES (December 13, 2010) (April 25, 2011) 
Prohibited. See General Regulations 8:2. 
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SECTION 6 – TOP SPORTSMAN AND TOP 
DRAGSTER 
SECTION  6A – TOP SPORTSMAN 
Page 3 
DRIVETRAIN: 2 
DRIVELINE (December 13, 2010) 
Each end of driveshaft must have round 360-degree driveshaft loops within 6 
inches of U-joints. Beginning Jan. 1, 2012 driveshaft must be covered by 360-
degree tube, covering the front U-joint and extending rearward a minimum 12 
inches. Minimum thickness of tube is .050-inch chromoly or titanium. Driveshaft 
tube must utilize a minimum of four attachment points to the chassis, either 
bolted with minimum 5/16 SAE bolts or welded or 1/4-inch push/pull pins. See 
General Regulations 2:4. 
 

SECTION 9 – SUPER COMP 
Page 2 
BRAKES & SUSPENSION: 3 
BRAKES (December 6, 2010) 
With a total car weight of 1,000 pounds or less and a one-piece rear axle, may 
use a single brake rotor with dual calipers. See General Regulations 3:1. 
 

SECTION  11 – SUPER STOCK 
SECTION 11G – SUPER STOCK/MX 
Page 27 
ENGINE: 1 
CYLINDER HEADS (December 6, 2010) 
2nd paragraph 
VX class: Stock intake flange Volkswagen-type cylinder heads mandatory. Stud 
pattern must be in OEM location with OEM dimensions. Studs must be used to 
mount the manifold to the cylinder head. Welding to increase, or originally filled, 
manifold flange area permitted. Maximum intake valve head diameter 44.1mm 
(1.736 inches), maximum exhaust valve head diameter 37.5mm (1.476 inches). 
Minimum valve stem diameter 5/16-inch. Titanium valves, retainers, and keepers 
permitted. Steel pushrods mandatory. 
 
ENGINE (December 6, 2010) 
3rd paragraph 
VX class: Naturally aspirated, air-cooled, OEM Volkswagen. Maximum engine 
size 2,444 cc (149 cid). Maximum bore diameter 94.1 mm (3.7059 inches). Cast 
iron or steel cylinders and steel connecting rods mandatory. Vacuum pump 
prohibited. Oil retention device mandatory; device must extend from mid-plate 
rearward past crankshaft pulley and must incorporate a minimum 2-inch high lip 
on all sides. Nonflammable, oil absorbent liner is mandatory inside of device. 
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TURBOCHARGERS (December 6, 2010) 
Permitted in DX only. Must be no larger than the T04-b or the 300 
Series Rotomaster/Garrett, twin 62mm or single 80mm maximum size. 
 
Page 28 
DRIVETRAIN: 2 
TRANSMISSION, Manual (December 6, 2010) 
3rd paragraph 
VX class: Manual transmission mandatory with a maximum of 4 forward speeds. 
Single-disc, nonadjustable lever-type clutch permitted. Clutchless or sequential 
transmissions prohibited. Pneumatic or electronically controlled shifting 
prohibited. Clutch must be manually operated by the driver’s foot. Washington 
anti-shocker hydraulic clutch management system permitted. The cylinder must 
be preset and remain in a fixed position during the run. Any adjustment during 
the run prohibited. 
 
Page 30 
INTERIOR: 6 
UPHOLSTERY (December 6, 2010) 
2nd paragraph 
EX and VX class: Upholstery, headliners, carpets, dashboard, etc. optional. 
Must be equipped with one seat minimum for driver, properly installed. 
Holes, slots, or other openings in floor and/or firewall prohibited. 
 

SECTION 12 – COMP  
Page 1 
ENGINE: 1 
ENGINE (December 6, 2010) 
For Econo Dragster, Altered Truck, Econo Altered, and Super Modified classes: 
OEM aftermarket small-block Chevrolet (SBC) engines with bore centers greater 
than 4.400 inches, maximum 4.500 inches, are permitted only in A/ED, P/ST, 
P/STA, A/EA, A/SM, A/SMA, B/SM, B/SMA, C/SM, and C/SMA. SBC engines 
with bore centers greater than 4.400 inches are permitted in all V-8 Dragster and 
V-8 Altered classes; not permitted in any Nostalgia Dragster classes. Except as 
noted in Pro Modified, Aall other classes except A/A, A/AA, A/AP, and A/PM are 
restricted to an absolute maximum bore center of 5.000 inches. Classes A/A, 
A/AA, A/AP, and A/PM are restricted to an absolute maximum bore center of 
5.300 inches. 
 

SECTION 12D – ALTERED & STREET ROADSTER 
Page 19 
DRIVETRAIN: 2 
DRIVELINE (December 13, 2010) 
Driveshaft meeting SFI Spec 43.1 mandatory in AA/A, A/A, A/AP, B/A, B/AP, 
C/A, A/AA, B/AA, and C/AA. Beginning Jan. 1, 2012 for all full-bodied altereds 
and street roadsters, driveshaft must have round 360-degree driveshaft loop 
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within 6 inches of front U-joint. Additionally, driveshaft must be covered by 360-
degree tube, covering the front U-joint and extending rearward a minimum 12 
inches. Minimum thickness of tube is .050-inch chromoly or titanium. Driveshaft 
tube must utilize a minimum of four attachment points to the chassis, either 
bolted with minimum 5/16 SAE bolts or welded or 1/4-inch push/pull pins. See 
General Regulations 2:4. 
 

SECTION 12E – ALTERED TRUCK 
Page 25 
ENGINE: 1 
ENGINE (December 6, 2010) 
Internal-combustion, reciprocating, naturally aspirated, single-camshaft, small-
block, 90-degree V-8 automotive-type engine; must be same corporate make as 
body used. OEM bore center spacing mandatory. Block must be cast iron, OEM 
generally available, and NHRA-accepted, with OEM part/casting number cast 
into block. Maximum one distributor. PST and PS/TA may use engines up to 369 
cubic inches maximum but must add 7 pounds per cubic inch to the minimum 
weight for each cubic inch over 358. See General Regulations 1:2. 
 
Page 26 
DRIVETRAIN: 2 
DRIVELINE (December 13, 2010) 
Driveshaft meeting SFI Spec 43.1 mandatory in PST and PS/TA. Each end of 
driveshaft must have round 360-degree driveshaft loops within 6 inches of U-
joints. Beginning Jan. 1, 2012 driveshaft must be covered by 360-degree tube, 
covering the front U-joint and extending rearward a minimum 12 inches. 
Minimum thickness of tube is .050-inch chromoly or titanium. Driveshaft tube 
must utilize a minimum of four attachment points to the chassis, either bolted with 
minimum 5/16 SAE bolts or welded or 1/4-inch push/pull pins. See General 
Regulations 2:4. 
 

SECTION 12F – ECONO ALTERED 
Page 31 
DRIVETRAIN: 2 
DRIVELINE (December 13, 2010) 
Beginning Jan. 1, 2012 for all full-bodied econo altereds, driveshaft must have 
round 360-degree driveshaft loop within 6 inches of front U-joint. Additionally, 
driveshaft must be covered by 360-degree tube, covering the front U-joint and 
extending rearward a minimum 12 inches. Minimum thickness of tube is .050-
inch chromoly or titanium. Driveshaft tube must utilize a minimum of four 
attachment points to the chassis, either bolted with minimum 5/16 SAE bolts or 
welded or 1/4-inch push/pull pins. See General Regulations 2:4. 
 

SECTION 12G – SUPER MODIFIED 
Page 37 
DRIVETRAIN: 2  
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DRIVELINE (December 13, 2010) 
May be modified or fabricated to fit altered units. Beginning Jan. 1, 2012 
driveshaft must have round 360-degree driveshaft loop within 6 inches of front U-
joint. Additionally, driveshaft must be covered by 360-degree tube, covering the 
front U-joint and extending rearward a minimum 12 inches. Minimum thickness of 
tube is .050-inch chromoly or titanium. Driveshaft tube must utilize a minimum of 
four attachment points to the chassis, either bolted with minimum 5/16 SAE bolts 
or welded or 1/4-inch push/pull pins. See General Regulations 2:4. 
 

SECTION 13 – TOP ALCOHOL DRAGSTER  
Page 3 
ENGINE:1 
SUPERCHARGER (March 7, 2011) 
Roots-type maximum size: 14-71, 22 1/4-inch case length, 11 1/4-inch case 
width,19-inch rotor length; maximum rotor diameter: 5.840 inches including fixed 
stripping. The case must be one piece with removable front and rear bearing end 
plates; rotor must be contained within one-piece case. Helix is restricted to a 
maximum rotor spiral of 6.5 degrees per inch of rotor length.  Manifold burst 
panel meeting SFI Spec 23.1 plus restraint system meeting SFI Spec 14.2 
mandatory. The rotors must be driven from the front (both the external drive and 
the internal gearing). The entire inlet opening must be on/in the upper surface 
only. Any inlet/outlet cavity in front of the rotors is restricted to maximum 2.150 
inches, measuring from the face of bearing plate to the back of the cavity. Billet 
cases prohibited. The maximum length from the front of the supercharger drive 
pulley to the leading edge of the rotor is 15 inches. The use of spacers, modified 
cases, offset drive pulleys, or attaching methods to move the supercharger 
rearward in excess of the specified amount is prohibited. All manifold 
configurations and supercharger modifications and locations must be accepted 
prior to competition. Variable multispeed supercharger devices prohibited. 
Supercharger must be in conventional location above the intake manifold and 
cylinder heads, and supercharger restraint device may not be modified. Screw-
type superchargers must meet SFI Spec 34.1 and be reinspected by the 
manufacturer every three years. Manifold burst panel meeting SFI Spec 23.1 (in 
addition to panel in supercharger) plus restraint system meeting SFI Spec 14.21 
mandatory. Billet 
cases prohibited. Supercharger restraint straps must be covered with a fire-
resistant material. The blower restraint straps and fuel lines must be installed 
such that when the restraint straps are fully extended no load is placed on any of 
the fuel lines. Maximum overdrive limits are 2.28 PSI and 1.70 Roots. Variable 
multi-speed supercharger devices prohibited. Turbocharger(s) prohibited. See 
General Regulations 1:10, 1:11. 
Page 5 
BRAKES & SUSPENSION: 3 
BRAKES (March 7, 2011) 
Automated brakes prohibited: Application and release of brakes must be a 
function of the driver. Dual spots or equivalent oval pucks mandatory; minimum 
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two rear-wheel hydraulic disc brakes. Carbon-fiber brake rotors used in 
conjunction with carbon-fiber specific brake pads mandatory; all other materials 
prohibited. Hand brake, if used, must be located inside body or driver 
compartment. Steel brake lines mandatory. NHRA-accepted fireproof brake line 
covering mandatory on all flexible connection lines. A current list of NHRA-
accepted fireproof brake line coverings is available on NHRA.com. Brake lines 
passing engine or blower drive must be shielded. Hand-brake handle must be 
constructed of minimum 5/16-inch-thick by 1-inch-wide aluminum, steel or 
titanium. Lightening of hand-brake handle (i.e. holes, machining, etc.) prohibited. 
See General Regulations 3:1. 
 
Page 7 
FRAME: 4 
PARACHUTE (March 7, 2011)  
Dual parachutes mandatory. Two separate shroud line mounting points 
mandatory with sleeved 1/2-inch-minimum grade 8 steel bolts with self-locking 
nuts or with nuts welded onto parachute brackets. Shroud line mounting brackets 
must be constructed of minimum 3/16-inch 4130 steel. An NHRA-accepted 
parachute tether(s) must be routed through each shroud line end loop and be 
attached using the rear end mounting bolts on each side. NHRA-accepted 
parachute tethers(s): Amick Race Car Restraints part number PARA-101REV1 or 
Taylor Motorsports 108. See REAR WINGS & SUPPORTS. See General 
Regulations 4:8. 
 
Page 9 
ELECTRICAL: 8 
IGNITION (April 25, 2011) 
Programmable ignition permitted. Only preset times, throttle position, engine rpm, 
other internal engine data (temperatures, flow rates, and pressures), and 
transmission shifts may be processed with regard to control of the ignition 
system. Any ignition system that incorporates any programmable multi-point rev 
limiter and/or any rate-of-acceleration rpm limiter in any form is prohibited. Any 
ignition system that incorporates vehicle performance data via measurement, 
sensing, processing, inference, etc. to activate or deactivate any function or 
capability of the ignition system is prohibited. Any sensor or wiring that connects 
or transmits vehicle performance data directly, or indirectly, to the ignition system 
is prohibited. Ignition system components must be utilized in an unaltered 
manner consistent with the manufacturer’s installation and instruction manuals 
unless otherwise approved. The use of any automated rpm-control device during 
the staging/launching process. is permitted only in vehicles with a fully automatic 
transmission with a converter. See General Regulations 8:3. 

 
14 – TOP ALCOHOL FUNNY CAR 
Page 3 
BRAKES & SUSPENSION: 3 
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BRAKES (March 7, 2011)  
Four-wheel disc brakes with dual master cylinder mandatory. Carbon-fiber brake 
rotors used in conjunction with carbon-fiber specific brake pads (front and rear) 
mandatory; all other materials prohibited. NHRA-accepted fireproof brake line 
covering mandatory on all (front and rear) flexible connection lines. A current list 
of NHRA-accepted fireproof brake line coverings is available on NHRA.com. 
Hand-brake handle must be constructed of minimum 5/16-inch-thick by 1-inch-
wide aluminum, steel or titanium. Lightening of hand-brake handle (i.e. holes, 
machining, etc.) prohibited. 
 
Page 3 
FRAME: 4 
PARACHUTE (March 7, 2011)  
Dual parachutes mandatory. Two separate shroud line mounting points 
mandatory with sleeved 1/2-inch-minimum grade 8 steel bolts with self-locking 
nuts or with nuts welded onto parachute brackets. Shroud line mounting brackets 
must be constructed of minimum 3/16-inch 4130 steel. An NHRA-accepted 
parachute tether(s) must be routed through each shroud line end loop and be 
attached using the rear end mounting bolts on each side. NHRA-accepted 
parachute tethers(s): Amick Race Car Restraints part number PARA-
101REV1101REV1 or Taylor Motorsports 108. The parachute floor must be flat 
and may not extend more than 6 inches rearward or beyond the parachute pack, 
whichever is less. The measurement will be taken from the mounting point on the 
rear of the body. The use of a wicker prohibited. See General Regulations 4:8. 
 

SECTION 15 – PRO STOCK MOTORCYCLE 
Page 4 
BRAKES & SUSPENSION: 3 
SUSPENSION (December 6, 2010) 
Front suspension minimum size: 35mm for OEM-type, 34mm for accepted 
aftermarket items. Minimum travel: 1 1/2 inches with rider sitting on motorcycle in 
normal riding position. Steering dampener mandatory. Electronics or pneumatics 
may in no way affect the front suspension. Any adjustment to front suspension 
during run prohibited. Rear suspension prohibited permitted. 
 
Page 4 
FRAME: 4  
GROUND CLEARANCE (December 6, 2010) 
Minimum 2 inches with rider sitting on motorcycle with 64psi in rear tire. 
 
Page 4 
SEAT: 6 
SEAT (December 6, 2010) 
Custom seats with a step to prevent the rider from sliding backward permitted. 
Seat, tail section, and rear fender may be incorporated in one unit. Minimum seat 
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height (with no rider in position and 64psi in rear tire) measured from lowest point 
of seating position to ground, 20 inches. 
 

SECTION 16 – PRO STOCK 
Page 4 
BRAKES & SUSPENSION: 3 
BRAKES (December 6, 2010) 
Automated brakes prohibited; application and release of brakes must be a 
function of the driver. Four-wheel hydraulic disc brakes mandatory. Carbon-fiber 
brake rotors used in conjunction with carbon-fiber specific brake pads (front and 
rear) mandatory; all other materials prohibited on rear wheels. Brake lines must 
be out of flywheel and driveline area. Line-loc permitted on front wheels only, 
must be driver activated. Any other electrical, pneumatic, hydraulic, etc. switch 
prohibited in brake system. See General Regulations 3:1. 
 

SECTION 17 – FUNNY CAR 
Page 4 
DRIVETRAIN: 2 
REAR END (June 28, 2011) 
Rear-end gear ratio restricted to 3.20:1 only; may not be higher or lower. 
Aftermarket full-floating or live axle assembly mandatory. Periodic Magnaflux 
check of axles recommended. Front-loading or pumpkin-style rear end prohibited 
at all national events. See General Regulations 2:11. Beginning Jan.1, 2012, all 
hubs must be drive hub type and must mate with required drive hub type wheel. 
Page 4 
BRAKES & SUSPENSION: 3 
BRAKES (March 7, 2011)  
Automated and/or secondary braking systems prohibited: Application and release 
of brakes must be a function of the driver; electronics, pneumatics, or any other 
device may in no way affect or assist brake operation. Four-wheel hydraulic disc 
brakes with dual master cylinder mandatory. Carbon-fiber brake rotors used in 
conjunction with carbon-fiber specific brake pads (front and rear) mandatory; all 
other materials prohibited. Steel brake lines mandatory. NHRA-accepted fireproof 
brake-line covering mandatory on all (front and rear) flexible connection lines. A 
current list of NHRA-accepted fireproof brake line coverings is available on 
NHRA.com. Brake lines passing engine or blower drive must be shielded. Hand-
brake handle must be constructed of minimum 5/16-inch-thick by 1-inch-wide 
aluminum, steel or titanium. Lightening of hand-brake handle (i.e. holes, 
machining, etc.) prohibited. See General Regulations 3:11. 
Page 5 
FRAME: 4 
PARACHUTE (March 7, 2011)  
Dual parachutes mandatory. Two separate shroud line mounting points 
mandatory with sleeved 1/2-inch-minimum grade 8 steel bolts with self-locking 
nuts or with nuts welded onto parachute brackets. Shroud line mounting brackets 
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must be constructed of minimum 3/16-inch 4130 steel or titanium. Shroud lines 
must be covered with 1/16-inch-thick leather or NHRA-accepted material from 
mounting point into the pack. An NHRA-accepted parachute tether(s) must be 
routed through each shroud line end loop and be attached using the rear end 
mounting bolt(s) on each side. NHRA-accepted parachute tethers(s): Amick 
Race Car Restraints part number PARA-101REV1101REV1 or Taylor 
Motorsports 108. Two separate release cables mandatory. Parachute mounting 
box must be NHRA-accepted prior to competition. The parachute floor must be 
flat and may not extend more than 6 inches rearward or beyond the parachute 
pack, whichever is less. The measurement will be taken from the mounting point 
on the rear of the body. The use of a wicker prohibited. See General Regulations 
4:8. 
Page 7 
TIRES & WHEELS: 5  
WHEELS (April 12, 2011) (June 28, 2011) 
Front wheels meeting SFI Spec 15.2 mandatory. Beadlock 16-inch rear wheels 
meeting SFI Spec 15.3 or 15.4 mandatory, beginning Jan. 1, 2012 rear wheels 
meeting SFI Spec 15.4 mandatory; inner bead minimum 14 3/4 inches (+/- 1/8-
inch). Beginning Jan. 1, 2012, all wheels must be drive hub type and must mate 
with required drive type hub. Any modifications and/or lightening, unless 
performed by the manufacturer, prohibited. Must be completely isolated from 
driver compartment. Wire wheels prohibited. Rear-wheel discs or covers 
prohibited. Wheels must conform to applicable tire- manufacturer requirements. 
Any modifications and/or lightening prohibited. Titanium wheel studs prohibited. 
Page 8 
BODY: 7  
BODY (March 7, 2011) 
4th paragraph 
Bodies must be equipped with a front-release handle. Handle must be fabricated 
from round tube maximum 1 1/4 O.D. with a flange welded to the end of the tube. 
Maximum flange size: 5 1/2 inches wide by 3 1/2 inches tall. Front-release 
handle must be NHRA accepted prior to use. No part of the front-release handle 
may extend forward of the front lip on the body. Bodies must be removable from 
a rear-release mechanism that must be accessible in the taillight panel area. The 
rear-release mechanism must be the pin-and-cable type with capability to 
remove body without pulling pin. The mechanism must be unobstructed and 
easily visible and not located within 3 inches of any other opening. Release 
handle must be colored red and of T-handle design with a minimum 
measurement of 3 inches in length. Contact NHRA Technical Services 
Department for acceptable design, operation, and installation.  

 
SECTION 18 – TOP FUEL 
Page 1 
DESIGNATION (April 12, 2011) 
TF, preceded by car number 
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Reserved for supercharged, fuel-burning dragsters, built specifically for all-out 
drag racing competition. Minimum weight at conclusion of run: 2300 2320 
including driver. 
Page 4 
DRIVETRAIN: 2 
REAR END (June 28, 2011) 
Rear-end gear ratio restricted to 3.20:1 only; may not be higher or lower. 
Aftermarket full-floating or live axle assembly mandatory. Periodic Magnaflux 
check of axles recommended. Front-loading or pumpkin-style rear end prohibited 
at all national events. See General Regulations 2:11. Beginning Jan.1, 2012, all 
hubs must be drive hub type and must mate with required drive hub type wheel. 
Page 4 
BRAKES & SUSPENSION: 3 
BRAKES (March 7, 2011)  
Automated and/or secondary braking systems prohibited: Application and release 
of brakes must be a function of the driver; electronics, pneumatics, or any other 
device may in no way affect or assist brake operation. Dual spots or equivalent 
oval pucks mandatory; minimum two rear-wheel hydraulic disc brakes. Carbon-
fiber brake rotors used in conjunction with carbon-fiber specific brake pads 
mandatory; all other materials prohibited. Hand brake, if used, must be located 
inside body or driver compartment. Steel brake lines mandatory. NHRA-accepted 
fireproof brake-line covering mandatory on all flexible connection lines. A current 
list of NHRA-accepted fireproof brake line coverings is available on NHRA.com. 
Brake lines passing engine or blower drive must be shielded. Hand-brake handle 
must be constructed of minimum 5/16-inch-thick by 1-inch-wide aluminum, steel 
or titanium. Lightening of hand-brake handle (i.e. holes, machining, etc.) 
prohibited. See General Regulations 3:11. 
Page 6 
FRAME: 4 
PARACHUTE (March 7, 2011)  
Dual parachutes mandatory. Two separate shroud line mounting points 
mandatory with sleeved 1/2-inch-minimum grade 8 steel bolts with self-locking 
nuts or with nuts welded onto parachute brackets. Shroud line mounting brackets 
must be constructed of minimum 3/16-inch 4130 steel or titanium. Shroud lines 
must be covered with 1/16-inch-thick leather or NHRA-accepted material from 
mounting point into the pack. An NHRA accepted parachute tether(s) must be 
routed through each shroud line end loop and be attached using the rear end 
mounting bolts on each side. NHRA-accepted parachute tethers(s): Amick Race 
Car Restraints part number PARA-101REV1101REV1 or Taylor Motorsports 108. 
Two separate release cables mandatory. See WINGS & SUPPORTS. See 
General Regulations 4:8. 
Page 7 
TIRES & WHEELS: 5  
WHEELS (April 12, 2011) (June 28, 2011) 

Front wheels meeting SFI Spec 15.2 mandatory. Beadlock 16-inch rear wheels 
meeting SFI Spec 15.3 or 15.4 mandatory, beginning Jan. 1, 2012 rear wheels 
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meeting SFI Spec 15.4 mandatory; inner bead minimum 14 3/4 inches (+/- 1/8-
inch). Beginning Jan. 1, 2012, all wheels must be drive hub type and must mate 
with required drive type hub. Any modifications and/or lightening, unless 
performed by the manufacturer, prohibited. Must be completely isolated from 
driver compartment. Wire wheels prohibited. Rear-wheel discs or covers 
prohibited. Wheels must conform to applicable tire- manufacturer requirements. 
Any modifications and/or lightening prohibited. Titanium wheel studs prohibited. 
Page 8 
BODY: 7 
REAR WINGS & SUPPORTS (March 7, 2011) 
2nd paragraph 
Spill plates must be flat, vertical, and inner and outer surfaces must be parallel. 
Maximum thickness 3/8-inch including trailing edge of wicker 0.650 inch. 
Maximum ¼ w Wicker permitted on trailing edge only. Must be flat/straight, not to 
exceed 31 inches measured diagonally from the front leading edge at the bottom 
of the spill plate to the top trailing edge at the back of the spill plate. Lips of any 
other kind prohibited. Spill plate must attach to wing or airfoil at right angle, 
radius at joint prohibited. Spill plates must fit within the confines of a 22-inch by 
22-inch square box. For all cars, an independent cable must be wrapped around 
each 
5th paragraph (April 12, 2011) 
Beginning Jan. 1, 2012, front wing must meet SFI Spec 49.2. Front wing 
design must be NHRA-accepted prior to competition. Front-wing element(s) 
maximum width 63 inches total. Spill plates must be flat, vertical, and inner and 
outer surfaces must be parallel. Maximum thickness of spill plates including 
trailing edge of wicker 0.055 0.550 inch. Wicker permitted on trailing edge only. 
Total width of front wing, including spill plates, maximum 66.5 inches. Maximum 
1-inch offset from vehicle centerline. 
 

SECTION 20 – GENERAL REGULATIONS 
Page 32 
ELECTRICAL/CONTROL: 8 
8:2 DELAY BOXES/DEVICES (December 13, 2010) 
1st paragraph 
Prohibited in Top Fuel, Funny Car, Pro Stock, Pro Stock Motorcycle, Top Alcohol 
Dragster, Top Alcohol Funny Car, Pro Mod, Comp, Super Stock, and Stock; 
permitted in all other categories (E.T. rules may vary by division; contact division 
office). A delay box or delay device is defined as any device (electric, electronic, 
pneumatic, hydraulic, mechanical, etc.) built for the express purpose of creating a 
delay between the release of transbrake line-loc, or two-step button, or release of 
foot or hand brake, or release of clutch pedal/lever, or release of any other 
device and the resultant action of the vehicle, or as otherwise determined by 
NHRA. 
 
Page 34 
SUPPORT GROUP: 9 
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9:1 COMPUTER (December 13, 2010) 
2nd paragraph 
During NHRA competition, no a portable computer (e.g., laptop, PDA, Palm Pilot, 
programmer, etc.) must be securely mounted when may be installed or located in 
a vehicle driver’s compartment at any point beyond the staging area ready line. 
All functions or values must be pre-set prior to this point. 
 


